
PS 590 JAN 0254

Full Pull-Power

Whether you're thinking, doing, wondering or just messing around, there are
usually two ways to do a job. One's right, the other's wrong.

The same goes for adjustable wrenches, because there's a right and wrong
way to use them. The right, fitting and proper way means:

In other words, adjustable wrenches shouldn't be used so the "pull" or force
is directed on the adjustable jaw. It's the stationary jaw that's rigged to take the
heavy stuff.

WRONG RIGHT

• Less wear on the wrench
• Less danger of slippage
• More and safer leverage
• Less chance of damaging the nut
• Tighter fit, if needed
• Less huffing, puffing and 

knuckle-busting for you

Tools…

For Cutter
NSN 5110-00-  

596-9162
224-7057           

224-7055

596-9156
596-9155
224-7056
188-2524
595-8267           

Use Jaw
NSN 5110-01-

378-4608
380-5088

PN 1413AF*
cutter head w/ jaws

380-5091
380-5095
381-0790
381-0808

PN 8913CN*

If the jaws for

your bolt cutter

have worn out,

here are the

NSNs you need to

replace them…

I think it’s

time I got

some new

jaws!

Adjustable Wrenches…

Units authorized the Common No. 1
and No. 2 shop sets are now also
authorized a fully deployable parts
and weapons washer.

Called a degreaser, the cleaning
system measures 23 x 17 x 6 3/4 inch-
es and can be powered by a generator.
The degreaser uses a solvent that's
environmentally compliant and a filter
that captures particles as small as 1/10
micron in diameter. 

Order the degreaser with NSN
4940-01-482-0479 for $799. It uses
cleaning solvent, NSN 6850-01-378-
0679, and a filter, NSN 4250-01-381-
8024, both of which are expendable
items and must be ordered separately. 

Shop Sets Add Degreaser
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